Rule Book Disg¢aimer
(Revised 1/07)

The rules and regulations set forth herein aregdesi to provide the orderly conduct of racing esemtd to
establish minimum acceptance requirements for auth racing events. These rules shall governdhéditior
of all events, and by participating in these esgall participants are deemed to havepbed with these rule

NO EXPRESS OR IMPLIED WARRANTY OF SAFETY SHALL RESU LT FROM PUBLICATION
OF, OR COMPLIANCE WITH THESE RULES AND/OR REGULATIO NS.

These rules and regulations are intended as a tuidiee conduct of auto racing at Jackson Pr&peedwa
and are in no way a guarantee against injury othdéaa participant, spectator, officials, or athe

The race officials shall be empowered to permitanateviation from any of the specification rulesdie, or
impose any further restrictions that, in their opim do not alter the minimum requirements.

NO EXPRESS, OR IMPLIED WARRANTY OF SAFETY SHALL RES ULT FROM SUCH
ALTERATIONS OF THESE SPECIFICATIONS OR RULES.

Any interpretation of, or deviation from these dfieations or rules is left to the discretion ottbfficials.
Their decision will be final.

General Information

The driver of each car represents to the pronaotdrall others that their car has satisfied &lapplicable rule
including but not limited to safety rules, whenesach driver participates in any warm-up, practare,
competitive laps.

The driver of each car is also completely respdeddr any and all actions of crew members, spa)sor
anyone else signed in under their number.

All participants are expected to take pride in ggiart of Jackson Prairie Speedway’s program. Aagtong
entertainment is what we have to offer and we moll tolerate the lack of professional attitude,dwsst , or
appearance of car, driver, crew, or others.

All parts or components deemed by the JPS tecbiaito be non stock or illegal is prohibited.
Use of prohibited parts may result in fine, lospailts, loss of that night’'s points and/or disdition
of the driver or owner.

Jackson Prairie Speedway’s Race Director will itheefinal decision on all construction rules. Theden
of proof on any concern will be the responsibibfythe car owner and /or driver.



A.

STINGERS
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INTENT

This class is intended as an entry level clashi®novice or inexperienced racer. The purpose govide

competitive racing with a minimum amount of expengedriver in this class should expect some caniaih
other cars. However, blocking, intentional bumpiagd violent lane changes, are not acceptablevdhlde
governed by the Flagman and Race Director.

B. COMPETING MODELS

Any 4 cylinder front engine car (no pickups) @ maximum wheelbase of 103" and a complete diodl,
interior, frame, suspension, and tires required.cbinvertibles.

C. GENERAL CONSTRUCTION

1. Body must maintain original manufactudémensions. Body components must be factory predwaly.

2. All flammable and breakable material (exceptdshield) are to be removed from the interiorpk;uand
engine compartments. Examples include carpets, nmsulation, panel covers, lights and lenses, Atc
body trim (chrome), door handles, hood ornamenmds,neust be removed. Interior must be free of brok
glass and any loose items.

3. Car must have all body parts to race. Spatifi, the hood roof, trunk lid, all doors, fendeysiarter
panels, floor pans, front and rear bumpers and shiiedd (or screen). Seat and steering are tairem
stock position.

4. Steel inner panels to remain intact. Firewalink floor, and inner wheel wells to remain citaWWheel
wells may be enlarged to the inner fender panel butot beyond

5. Norear view mirrors allowed. 3” or 4” spot mirrors OK but must be inside the body line.

6. Car numbers must be neat and readable. Rwobers must be a minimum of 20” tall. Roof numbers
must be a minimum of 36” tall. No chrome or aluommcolor numbers.

7. No 2 way radio communications allowed.

8. Front hood pins mandatory. Latching mechanis must be removed.

D. ENGINE
1. Stock 4 cylinder only. Make to make, modeftodel. No rotary engines
2. Stock carburetor/fuel injection.
3. Stock mounting of engine.

No turbos in 2008
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E. ROLL OVER PROTECTION

1. Arroll over bar must be installed behind thieet. It must be a minimum 3.5" Opipe or an
equivalent steel upright, with a minimum 1/4" x»66" mounting plate on each end with a minimum
of 4 -1/2" bolts on each end. A second uprigittthandatory. Single 2" OD hoop with bracing, ages
with 1 1/2", .065 also allowed. Spreader bar naémy connected to 2 uprights poatsl extend out to
door panels. Cages recommended, possibly mandayan 2008.

2. Kicker tubes from upright to floor allowedwsll as from upright to sides.

3. Roll bar padding required in any area whereeds head has the possibility of contacting bar.

4. Driver's door must be welded or chained shtht @minimum 3" channel extending 4" past front
and rear door seams. Door bar must be ageuith a minimum of 3- 1/2" bolts with 4" backing

plates. Door bars must have rounded corners

5. Passenger door must be welded or chained #thility to open passenger door is recommended.

F. FRAME

1. Frame must match body, make to make, modweloiel, year to year.

2. No altering of frame. Shortening or lengtihgrframe to allow suspension travel not permitted.

G. SUSPENSION

1. Stock unaltered suspension for make and model
2. Stock "A" frames must match make/model of car

3. 1 1/2’maximum camber allowed on right front whesasured from upper & lower tire bubble.

4. Spring rubbers allowed. No screw in style.

H. BUMPERS

1. Bumpers must be stock and be in stock positBumper replacement allowed, of one (1) piece
of up to 2”, .065 max. exhaust pipe mted in stock frame location, front and/or rear.

2. Reinforcing is not permitted, except the bemspmay be welded to the stock brackets or welded t
the frame horn. Bumper straps (skid stréppsh bumper to fendeecommended. 1 reinforcing
strut on each side of bumper allowedonhto exceed 1 1/2” x .065 tubing.All repairs must be
done to tech director’s approval.

. BRAKES

1. Brakes must be stock, all four in good wogkaondition.

2. No adjustable proportioning valves.
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1. Passenger car tires only. No low profilednug , studdedyr recappedtires.
2. Maximum tread width 7 1/2". Each tire muavé tread showing across the complete face ofrthatt
the beginning of race
3. Right front tire pressure must be a minimum of30 Ibs.
4. No wheel weights on either side of tire.
K. BATTERY

1. One battery allowed, of stock size and segudastened.

2.

Battery must berelocated to driver's compartment, it must be ledan the forward most part of the
passenger compartment, covered, and sedastgned.

L. COOLING SYSTEM

1. Radiator to remain in stock location. Aninfercing or non stock radiator must be approved by
tech. director.
2. Must have overflow catch canth vent hose going to passenger side of windstdel
3. No antifreeze allowed.
M. FUEL TANK
1. Stock fuel tank mounted in front of rear axiay remain in place.Rear hoop required if stock fuel
tank extends above centerline of rear axle. Hoamust be a minimum of 1 1/2” x .065 tubing. (See
tech. director for specific mounting details.) All other tanks must be replaced with a boat tantuel
cell, 8 gallon maximum.
2. Tank/fuel cell must be completely coveredused, and located in forward most part of trunknor
rear part of passenger area. Approvedgdciel cells exempt from being covered.
3. All fuel lines must be under car, (may nateemriver's compartment), and protected from beuny
4. No glass of plastic fuel filters allowed
N. EXHAUST
1. Exhaust system must extend past driver arsgberely fastened. All fuel lines must be
protected or relocated.
2. Stock manifold.
3. Noise levels must not exceed 95 dBA @ 100'.
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1. Stock unaltered transmission for make andehod

2. Stock rear end for make and model. Loclkead end allowed.
P. SEAT

1. Aluminum race seat mandatory

2. 5 point harness mandatory.
Q. SAFETY

1. Approved helmet®yomex or leathergloves, angingle layer Nomex jacketrequired. Driver's suit and
neck collar recommendebleck collar mandatory for Student Stingers.

2. Window net on driver’s side mandatory.

3. Minimum 2.5 Ib. fire extinguisher retgd, mounted securely within driver's reach.

4. If a car becomes damaged, the Race Directionave final say as to whether that car may auurito
compete.

5. Car may be inspected at any time during tleate

6. The Race Director shall have the power terpret any or all rules as they apply to each ildial
situation. The Race Director is also empeddo decide upon situations not covered heredeamed
appropriate.

R. CLAIM

1. Thisis an open claim. The only person wiay claim a car is another driver. Both the climnd the
claimee must have ran at least 3 time®&tid the current seasoOnce a car has been claimed, it is
eligible to be claimed every race. Alletg belts, fuel cell/boat tank, racing seat, wiwdwet, and fire
extinguisher will remain the property oétformer owner.

2. Adriver can only claim a car in his/her resfve starting main (A-Main cars can only clainoter A-
Main car, B-Main car can only claim anotBeMain car, etc.) The claimee shall have 3 choigben
their car has been claimed. Choice #1keThe $650.00 cash. Choice #2). Take $150.80 @nd the
claimer’'s car. Choice #3). Refuse théntlandcar is banned for the remainder of the year along
with the driver forfeiting 210 points.

3. Claims must be presented to the Race Diredfmre the night's main event with cash or mondgioin

an envelope in the amount of $750.00 withdar's number, claimer's name, address, and eptnamber.
$100.00 of the claim money will be kept ateposit, refunded to the buyer if the car racébeahext
scheduled race. If the car is not racesl $100.00 will go to the previous owner. The cléiamsaction
will occur immediately after the main eveio claims on cars the last 3 scheduled points racetthe
year.
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